DRILLING MACHINE

' PTR 20/300
PTR 20/350

) guard for radial drills

Item equipped with vertical adjustment
of the shield with telescopic arm system.
Suitable to be used on large-dimension
drills and Radial drills. :

Protects the operator from direct frontal
contact with rotating spindle parts and
from the projection of shavings and
lubricant-coolant. .

Attachable on the left side of the machine.
Supplied with semi-octagonal shield
equipped with double system of vertical
adjustment: 1 = telescopic shield-arm
group, adjustable by the internal
hub-Shield. 2 = adjustable on the same
arm. Complete with safety microswitch.

Code A B C Kg.

PTR 20/300 300 200 150 3.9
PTR 20/350 350 240 175 4,2

1 Anchorage stirrup in pressed steel
2 Safety microswitch main box - 180° rotation n. 2 NC contacts
3 Telescopic shield support arm in tubular steel
4  Arm-shield release knob from the internal hub
5 Clamp with shield release screw from the telescopic arm
6 Semi-octagonal shield in thick Polycarbonate
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1 Anchorage stirrup - in pressed steel
2 Shield support hinge with integrated microswitch - n. 2 NC contacts
3 Shield support vertical arm - in steel hexagon
4 Adjustable stirrup for support anchorage - allows adjustment towards Left
5 Adjustable stirrup for shield support - allows adjustment towards Right
6 Semi-octagonal polycarbonate rear shield
7

Semi-octagonal polycarbonate front shield
£

or -dri%_lls with reai' shield

Universal and solid item with rear
protection and lateral opening of the
shield with hinge equipped with integra-
ted microswitch '

Protects the operator from direct
contact with rotating components of the
spindle and from projection of shavings
and lubricant-coolant. Attachable on the
left side of the machine.

The anchorage systems at the machine
and the fastening of the shield can be
both adjusted for better positioning of
the guard according to position of the
spindle. :

Complete with safety microswitch
integrated in the hinge of the shield.

Code A B C Kg.

PTR 30/130 220 130 235 2,7
PTR 30/180 220 180 235 3,0
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