SAFETY GUARDS WITH MAGNETIC BASE

Versatile magnetically-fixed item, offered in two
PBM 11/320-PBM 11/325  PBM10/320-PBM10/325 \ereins,
With adjustable shield on flexible arm; With
adjustable shield also with joint.

Protects the operator's face from the projection
of emery, dusts and small parts generated du-
ring operations.
e Equipped with a powerful magnetic hase with
5 eccentric disconnection lever.
To be used on bases of machines and flat iron
surfaces.

Offered in two versions:

PBM 10/... with shield adjustment by the single
flexible arm.

PBM 11/... with shield adjustment by flexible
arm and articulated joint.

1. Magnetic base @ 100 mm — force of attraction 55 Kg Code A B Ke.
2. Eccentric disconnection lever

3. Flexible articulated arm PBM 10/320 - PBM 11/320 300 200 1,5
4. Shield support clamp equipped with articulated joint and locking knob - PBM 10/325-PBM 11/325 350 250 16

5. Shield support clamp without joint
6. Shield — in plastic shockproof and oil-resistant material

SAFETY GUARDS WITH MAGNETIC BASE

Universal magnetically-fixed safety guard, pro-
PBM 20/325 vided with adjustable shield on two positions.
PBM 20/430 Magnetic base insertable with appropriate se-
lector.

VARIOUS MACHINES

Protects the operator’s face from the projection
of emery, dusts and small parts generated du-
ring operations.

Equipped with a magnetic base with insertion
selector. To be used on bases of machines and
flat iron surfaces.

Shield made of plastic shockproof and oil-re-
sistant material, supplied with double fixing
position and angular coupling for an easy po-

sitioning.
1. Magnetic base dim. 50x60 mm with insertion selector — force of attraction 40 Kg Code = ) B Ke.
2. Lateral mounting position of magnetic base
3. Rubbing angular coupling — in pressed steel PBM 20/325 350 250 L
4. Shield — in plastic shockproof and oil-resistant material PBM 20/430 400 300 2,0
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