MODULA

FRAMELESS PANELS
ADAPTABLE, LIGHT, RESISTANT

ADAPTABLE
in unforeseen situations.

Modula allows the customer to
customize the panels in the desired
position directly on site thanks to the
new bracket which allows up to 23
mm regulation in height.

LIGHT
and easy to place.

Modula frameless panels are easy
to handle and place into position
thanks to the innovative CLOSE UP
fixing system which make them
adaptable during assembly.
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RESISTANT
4mm thread with ribbing.

Thanks to the ribbing with extra
longitudinal stiffness along with the
Amm thread, Modula panels are
extremely resistant.

RESISTANT
UNI EN 1SO 12944

SAFETY STANDARDS

EN SO 13857 /14120
except for point 5.18 anti climb-over



POST
Standard size 60x60 with welded base

CLOSE-UP HANGING SYSTEM

All posts of the Modula Frameless range
are fitted with a hanging hook named
Close-up which makes panel positioning
and fixing fast and easy.

MODULA CLIP

Innovative fixing system, fast and easy
to assemble fitted with a captive screw.

FIXING SYSTEM

Called piastring, this device allows up to
23 mm height regulation during
assembly thanks to the eyelet fitted on
the plate.
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SAFETY STANDARDS
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except for point 5.18 anti climb-over



